
/// INTERNA TIONAL CONGRESS:"ENGINEERINC. ENVIRONMENT AND MA TERIALS IN PROCESSING INDUSTRY " 
III MEDVNARODNIKONGRES „INZENJERSTVO, EKOLOGIJA I MA TERIJALI V PROCESNOJINDUSTRIJI" 

UDC: 620. 9 
Professional paper: (1-53) 

M E T H O D O L O G I C A L A P P R O A C H T O R E C O V E R Y O F D A M A G E S O F T H E S T E A M 
L I N E S IN T H E R M A L P O W E R P L A N T S AND H E A T I N G P L A N T S 

M E T O D O L O S K I P R I S T U P S A N A C I J I O S T E C E N J A P A R O V O D A U 
T E R M O E L E K T R A N A M A I T O P L A N A M A 

Vuiadin AleksJc'. Radoje Simic^, Zoran Stojanovic^, Ljubica Milovic' ' 

'IMS Institute, Bulevar vojvode Misica 43, 11000 Beograd, vujadin.aleksic@institutims.rs 
^PD TENT, TE "Kolubara A ", Veliki Crljeni 

^University of Belgrade. TMF, Karnegtjeva, 43, 21000 Beograd 

'institut za ispitivanje materijala, Bulevar vojvode Misica 43, J1000 Beograd, 
vujadin.aleksic@institutims.rs 

^PD TENT, TE ''Kolubara A ", Veliki Crljeni 
^Univerzitet u Beogradu, TMF, Karnegijeva, 43, 21000 Beograd 

Abstract 

Based on the example of leakage and damage of the fresh-water steam line of thermal power 
plants and heating plants, the methodological approach of establishment the causes of failure 
and recovery of the damages has been presented. This approach may be applied to similar 
structures, and its application in preventive maintenance contributes to extension of exploitation 
life of the steam line. 
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Izvod 

Na primeru procurivanja i ostecenja parovoda sveze pare u termoelektranama i toplanama 
prikazan je metodoloski pristup utvrdivanja uzroka otkaza i saniranja ostecenja. Dati pristup se 
moze primeniti za slicne konstrukcije, a njegova primena u preventivnom odrzavanju doprinosi 
produzenju radnog veka parovoda. 
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1. UVOD 

Zbog izuzetno ostrih zahteva vezanih za ostvarivanje projektovanog kapaciteta i pouzdanosti u 
radu, projektovanje i proracun \i talnih dclova parovoda predstavlja slozen zadatak i podleze 
Pravilniku o tehnickim zahtevima za projektovanje, izradu i ocenjivanjc usaglasenosti opreme 
pod pritiskom [1], Neprekidna cksploatacija moze dovesti do rciativno cestih otkaza sistema 
parovoda, pa su tokom eksploatacije predvideni prcgledi parovoda prema Pravilniku o 
preglcdima opremc pod pritiskom tokom vcka upotrebc [2]. Donosenjem Pravilnika [1,2] i 
njhovim stupanjem na snagu, 1. jula 2012. god., u zakonodavstvo Srbije uvedena je Direktiva 
92/23/EC [3], a time je prestao da vazi Pravilnik o tehnickim zahtevima za opremu pod 
pritiskom [4] i Pravilnik o tehnickim normativima za stabilne posudc pod pritiskom [5] 
Otkazi parovoda, osim direktnc materijalne stete mogu uticati i na znacajno ugrozavanje 
bezbednosti osoblja. Osim toga nepredvideni zastoji u eksploataciji prouzrokuju i stetu nastalu 
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